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DESIGN FANS

 NEW DESIGN BLAUBERG fan

 Specialy designed for extract ventilation  
 For wall and ceiling mounting
 Ball bearing motor
 Easy installation with spacing strips or screws
 Light indication
 Modern design

 Features:

Type 
Voltage at 50 

Hz, V
Air flow capacity, 

m3/h
Power, 

W
Current, 

A
Noise level, 

dB(A)
r.p.m.

Jet 100 220-240 95 14 0,085 34 2300

 Specifications:

 Dimensions:

 Options:

Timer (T)

 delay range from 2 to 30 min

Humidity (H)

 humidity level from 50 to 90%
 delay range from 2 to 30 min



Jet   Hi-tech
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DESIGN FANS

 NEW DESIGN BLAUBERG fan
 FRONT PANEL made from ALUMINUM

 Specialy designed for extract ventilation  
 For wall and ceiling mounting
 Ball bearing motor
 Easy installation with spacing strips or screws
 Light indication 
 Modern design

 Features:

Type 
Voltage at 50 

Hz, V
Air flow capacity, 

m3/h
Power, 

W
Current, 

A
Noise level, 

dB(A)
r.p.m.

Jet Hi-tech 100 220-240 95 14 0,085 34 2300

 Specifications:

 Dimensions:

 Options:

Timer (T)

 delay range from 2 to 30 min

Humidity (H)

 humidity level from 50 to 90%
 delay range from 2 to 30 min
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